SFES

Submersible Well Pumps

5” submersible multistage centrifugal pumps. All components in contact
with fluid are made of AISI 304 stainless steel. Particulary suitable for
water distribution rainwater collection, irrigation, dewatering fountains,
wash down unit. Single phase versions have an internal capacitor and

thermal motorprotector.

Delivery outlet

Construction features

171G

External jacket, impellers and diffusers

stainless steel AlSI 304

Passage of solids

0.5 mm

Depth of immersion

max 20 m

Liquid temperature

-5°C +40 °C

Quantity of sand in the water

max 50 g/m3

Cable

HO7 RNF, 20 m

Number of startups/hr

max 20

Asynchronous 2 poles

3~ 380/415V - 60 Hz

1~ 220/240V - 60 Hz
(with thermal protection)

Insulation class

F

Protection degree

IP68
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TYPE - 60 Hz CURRENT Q (m3/h - I/min)
P2 P1 1- &= 3- 0 18 25 3 35 45 5 55
1~ 3= 220V | 220V [ 380V | 00 | 292 | 41,7 | 500 | 583 | 750 | 833 | 917
HP | kw | kw A H (m)
SFES3/3 |- 1 075 1 52 - - 479 | 427 | 391 | 361 | 330 | 261 | 220 | 179
- 5FEST 3/3 1 0,75 1 - 4.2 24 48,8 43,8 40,3 37,3 34,2 274 23,3 19,2
SFES3/4 |- 12 | 09 | 14 | 62 - - 638 | 565 | 514 | 473 | 431 | 339 | 285 | 230
- 5FEST 3/4 1,2 0,9 1,4 - 45 2,6 64,4 574 5215 48,4 443 35,1 29,8 24,3
SFES3/5 |- 15 141 18 8 - - 79,9 71 649 | 598 | 547 43 365 | 296
- SFEST3/5 | 15 11 18 - 52 2 797 | 703 | 640 | 589 | 537 | 422 | 355 | 286
TYPE DIMENSIONS (mm) Mﬁ 4 @
— T % Lt DNM I L M i &=
7/ 5FES 3/3 SFEST 3/3 490 720 230 175 133 14,2
/{’/ 5FES 3/4 5FEST 3/4 520 1"14 G 720 230 175 14,7 14,7
/;’l 5FES 3/5 5FEST 3/5 544 720 230 175 15,4 15,2
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TYPE - 60 Hz CURRENT Q (m3/h - I/min)
P2 P1 1- 3- 3- | 0 |[29]36|43| 5 |57 64| 71| 7986 93] 10
1~ 3- 220V | 220V | 380V | 0 | 476|595 71,4 | 83,3 95,2 | 1071 [119,0 [131,0|142,9/154,8|166,7
HP | kW | kw A H (m)
SFES5/2 |- 1 0,75 1 5 - - | 331]206|286| 274 26 |245|229 21 [185| 157 |125] 9
- 5FEST 5/2 1 075 1 - 4 23 |336(303|293| 281|268 253|238 218|194 | 166 | 135 | 9,9
SFES5/3 |- 12 09 14 6,4 - - | 494 |438|421| 401|379 |357|332| 301|263 | 221| 172 | 12
2 S5FEST5/3 | 1.2 09 14 - 47 | 27 |498|444 | 428|409|388|366 342|312 | 274 | 233|184 | 132
SFES5/4 |- 15 141 18 8 - - |658| 58 | 563|536 |507|47,8 | 445 | 404 | 353|298 232|165
- S5FEST5/4 | 15 11 1,8 - 55 | 32 |656|578|556 529|499 469|436 |394 |343|288 222 156
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W=z 5FES 3/3 5FEST 3/3 490 720 230 175 133 14,2
’,////’ 5FES 3/4 5FEST 3/4 520 1" G 720 230 175 14,7 14,7
’/’ : 5FES 3/5 5FEST 3/5 544 720 230 175 15,4 15,2
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N. CODE DESCRIPTION MATERIAL
1001 | SCREW AND FLANGES FOR PRE-LOADING AlSI 304
1002 | CABLE HO7RN-F
10.02 CABLE GLAND NICKEL PLATED BRASS / NBR
1003 | SEEGER-RING AlSI 304
1004 | CABLE HO7RN-F
1004 | FLOAT SWITCH PP
1004 | HOLDING CABLE PLATE PAG6
1004 | CABLE GLAND NICKEL PLATED BRASS / NBR
1005 | CAPACITOR WITH CABLES AND CONNECTORS ;
1006 | CLAMP FOR CAPACITOR ;
2000 | OUTER CASE AlSI 304
2001 | SUCTION STRAINER AISI 304
3000 | MOTOR HOUSING AND STATOR AISI 304
3001 | UPPER MOTOR COVER AISI 304
3002 | UPPER BEARING HOUSING WITH COVER ALUMINUM
3003 | LOWER MOTOR COVER AISI 304
3004 | LOWER BEARING COVER ALUMINUM
3005 | O-RING NBR
30.06 MECHANICAL SEALS CERAMIC ALUMINA / CARBON GRAPHITE / NBR
3007 | BALL BEARINGS 6202 2Z-C3 / 6303 2Z-C3
30.08 ROTOR AND PUMP SHAFT AISI 304
3009 | SCREWS, NUT AND WASHERS AISI 304/ AISI 316
4000 | STAGE HOUSING AND DIFFUSER AISI 304
4001 | SPACER AISI 304
4002 | FLOATING NECK RING PPS
4003 | INITIAL STAGE HOUSING AISI 304
5000 |IMPELLER AISI 304
5001 | IMPELLER SPACERS AISI 304
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